
G

REV.

CHANGE PER ECN

DESCRIPTION ECN DATE

1120_09932 4-3-24

13.61 [.536]
13.31 [.524] 12.83 [.505]

12.57 [.495]

11.05 [.435]
10.80 [.425]

18.03 [.710]
REF.

2.03 [.080]
1.78 [.070]

5.21 [.205]
4.95 [.195]

3.43 [.135]
3.18 [.125] 1.14 [.045]

1.02 [.040]
 MIN.

1.65 [.065]
1.40 [.055]32

13.61 [.536]
13.31 [.524]

1.40 [.055]

1

[.130]
[.120]

3.30
3.05

[.024]
[.020]

0.61
0.51

[.083]
[.073]

2.11
1.85

.003

[.355]
[.345]

9.02
8.76

[.260]
[.250]

6.60
6.35

.889 [.035]

4° MAX.

  6.60 [.260]
MAX.

3.56 [.140]
3.31 [.130]

4.83 [.190]
4.33 [.170]

.38 [.015]

.13 [.005]

.635 [.025]4xR

1.27 [.050]
1.02 [.040]

0
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]
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4]

.43 [.017]

.33 [.013]

.43 [.017]

.33 [.013] [.020]
[.010]

.51

.25

R 0.5  [0.02]

.76 [.030] MIN.
IN BETWEEN

 METALLIZATION

.127 [.005] TYP.

.91 [.036] MIN.

.91 [.036] MIN.

2.16 [.085]
1.91 [.075]

NOTES:
       1. STANDARD FINAL FINISH ON ALL TERMINALS IS SOLDER ALLOY 63%Sn 37%Pb.
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